TETRA TECH, INC. Project: Vandenberg AFB IRP
4213 State St., Suite 205 Log of Well No. 40-MW-3
Santa Barbara, CA 93101
Telephone (805) 681-3100 Location: OU4 Site 40/SLC-1W, approx. 350 ft. east of concrete
Date Started: 12/20/93 Completed: 12/21/93 4" PVC Blank Casing:  from 0 ftbgs to 46 ft bgs
Logged By: J. Rohrer Checked Byzg&ﬂoavgg;hj }G 0.020 " Screened Casing:  from 46 g bgs to 56 ft ngs
Drilled By: A. Simones, S/G Testing Bentonite/Cement Grout:  from 1.5 g pgs 10 41 g pgs
Drilling Equipment: CME 75, 8"/10" HSA Bentonite Transition Seal:  grom 41 g pgs 1o 44 g pgs
Sampling Equipment: 2" ID Split-spoon #3 Sand Filter Pack: o0 44 ftbgs o 57.2 ft bgs
GS Elev.: 106.6 ft above MSL TD: §7.2 ft bgs TOC Elev.: 109.53 ft above MSL
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5% Graphic/ Con?t’r%lclztion 2lz 8%l 8 gb g &8
g2 DESCRIPTION USCs Ele 25|83/ 2%| REMARKS
Ag APo~A S8 E
sand light yellowish brown (10YR 6/4), fine to medium . -[SP [eete K3 3 78 |.2/1.5 [Start 0820. Sample
grained, trace silt, roots, well sorted, subangular to DO LN 5 40MW3-0 sent for
— | subrounded, slight iron staining, loose, moist, dune sand. L. :::::: :::::: 5 chemical tests.
B 19 89 | 0/0.1
26
5L 15
Same, except dense.
B Same, except increased iron staining.
i 11 89 0/0 |Samples V40MW3-10
17 and V40MW3-11
10— Same, except medium dense. 18 (rep llpates) sent for
chemical
11 89 0/0 |tests.
- 14
16
i 5 83 | 0/0
8
151 10
Same, except brownish yellow (10YR 6/6), moderate iron
= staining.
i 8 83 | 00
- 16
53.2ft bgs ¥ Groundwater depth during drilling 53.0 ft bgs ¥ Groundwater depth after well development on: 2/16/94
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TETRA TECH, INC.
4213 State St., Suite 205

Project: Vandenberg AFB IRP
Log of Well No. 40-MW-3

Santa Barbara, CA 93101
Telephone (805) 681-3100

Location: OU4 Site 40/SLC-1W, approx. 350 ft. east of concrete

FAX (805) 631-3108 launch pad.
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2% Graphic/ Con&/r%ctlon 2z 85| 8 ‘E g ;,a;
B2 DESCRIPTION USCS El28%|8 2| £2| REMARKS
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sand light yellowish brown (10YR 6/4), fine to medium "..~-|SP 22
grained, trace silt, well sorted, subrounded, dense, moist, B
dune sand.
Same, except dark yellowish brown (10YR 4/6), no silt, 7 100 | o/0
moderate staining. 13
25 19
Sample V40MW3-25
sent for chemical
tests.
Same, except yellowish brown (10YR 5/4), trace silt, very 9 89 0/0
dense. 22
30 32
| ‘silty sand strong brown (7.5YR 4/6), fine grained, well ~ 4 100 | 0/0 [Sample VAOMW3-35
sorted, subangular to subrounded, dark iron staining, 9 sent for chemical
35 medium dense, moist, Orcutt Formation. 12 tests.
| sand brownish yellow (I0YR 6/6), fine to medium grained, | SP-SM 7 100 | 0/0
minor silt, well sorted, subangular to subrounded, moderate 16
40 iron staining, dense, moist, Orcutt Formation. 28
12 100 | 0/0
28
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launch pad.

Location: OU4 Site 40/SLC-1W, approx. 350 ft. east of concrete

4213 State St., Suite 205
Santa Barbara, CA 93101
Telephone (805) 681-3100
B
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. Well | ® e 2l EE
g Graphic/ | Construction | 2|z €% |E ¢| & &
g DESCRIPTION USCS Ele 25|28 £%| REMARKS
[a m S 3|8
%} (SN ¥ & = 5
sand brownish yellow (I0YR 6/6), fine to medium grained, .| {[SP-SM |-. - 48
minor silt, well sorted, subangular to subrounded, moderate 1 B
» iron staining, very dense, moist, Orcutt Formation. —
i = 13 | 100 | 0/0 [Sample V4OMW3-50
— 36 sent for chemical
50 — 50 tests.
™ | silty sand brownish yellow (I0YR 6/6), fine to coarse | _-'T_ EA 1 il = 7 100 Sample V4OMW3-55
grained; trace fine to coarse gravel-size shale fragments, 1 BN 11 sent for physical tests.
551 | poorly sorted, subangular, moderate iron staining, medium = 15
dense, wet, Orcutt Formation. ="
g % 50/2"
B ~shale Monterey Formation. T e End 1510.
601 _
651 _
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